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1．适用范围（Application）：  消费电子 

 

此承认书仅适用本公司，交付于    SHENZHEN BBIEN TECHNOLOGY CO.,LTD 

                                  

This file is provided by Shenzhen bbien technology Co.,Ltd only.                             
Best quality tin-lead wave soldering bar BBIEN TL-01 Sn63Pb37 

Sn63Pb37 lead solder bar description 

Sn63/Pb37 solder bar is the best quality of tin-lead alloy wave soldering bar,its purity alloy that is composed of 

63% tin and 37% lead. Electropure is alloyed in a proprietary method that results in a low drossing, high 

wetting solder. The Electropure process reduces suspended oxides in the solder, thus reducing drossing, 

improving flow, and reducing bridging during soldering. Sn63/Pb37 is a eutectic alloy with a melting point of 

183°C (361°F). Typical applications are wave soldering and plating where Sn63/Pb37 is primarily used as a 

coating for corrosion protection, and as a base for soldering. This alloy is available in bar, solid and cored 

wire,powder, solder paste. 

Technical Datasheet 

Specifications 

Product Type Solder  

Brand BBIEN 

Material Tin-lead alloy bar 

Composition Sn,Pb 

Melt point 183 degree Celsius 

Using Match with solder flux for wave soldering 

Application Metal soldering,electronics 

Density (g/m^3) 8.6 

Bar/Stick size 32*2.0*1.8cm 

Weight Appox 0.96kg/pc 

Type Low temperature solder bar 

Place of origin Made in China 

Certificate SGS 

Keyword 

Tin lead wave oxidation resistance solder bar 

Sn63Pb37 lead solder bar 

Solder bar 63/37 

Temperature Requirements: Wave soldering pot temperature of 150° -240°C. Refer to the flux data sheet for 

specific pre-heat instructions. 

Best quality tin-lead wave soldering bar BBIEN TL-01 Sn63Pb37 

Specification Data 

Temperature Requirements: Wave soldering pot temperature of 150° -240°C. Refer to the flux data sheet for 

specific pre-heat instructions. 

Physical Properties:  

BBIEN TL-01 Sn63Pb37 solder bar for soldering applications which require maximum reliability of solder joints, 

especially for surface mounted components, only solder of the highest purity is acceptable.  
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Wave Configuration Process Parameter Suggested Process Settings 

Single Wave 

Pot temperature 180 - 190°C  

Conveyor speed 0.8 – 1.0 m/min (one minus) 

Contact time 2.3 - 2.8 seconds 

Wave Height 1/2 to 2/3 of board thickness 

Dross removal Once per 8 hour run time 

Copper Check Every 8,000 boards until 40,000 

Dual Wave 

Pot temperature 180 - 200°C  

Conveyor speed 0.8-1.0 m/min (3.3 - 5 ft/min) 

Contact time 3.0 - 3.5 seconds 

Wave Height 1/2 to 2/3 of board thickness 

Dross removal Once per 8 hour run time 

Copper Check Every 8,000 boards until 40,000 

These are general guidelines which have proven to yield excellent results; however, depending 
upon your 
equipment, components, and circuit boards, your optimal settings may be different. In order to 
optimize your 
process, it is recommended to perform a design experiment, optimizing the most important 
variables (i.e. 
amount of flux applied, conveyor speed, topside preheat temperature, solder pot temperature 
and board 
orientation, etc…). 

 

 

Metal Property Units Vaculoy Sn63Pb37 

Solidus Celsius 183 

Liquidus Celsius 190 

Hardness HV 15 

Density g/cc 8.45 

Elongation at failure (%) 
Mean 21.8 

Std Dev 8.8 

Thermal Expansion 
Coefficient 

-5 (30 - 100C)/C x 10 1.79 
-5 (100 - 150C)/C x 10 2.30 

Tin Sn % 63+/-2 

Lead Pb % 37 +/-2 

   

Recommended Process Settings 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Maximum Allowed Impurities 

Ultrapure meets the requirements of current industry standards for allowable impurity requirements. 
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Element J-STD-006C BBIEN Ultrapure Ultra Low Dross 

Tin(Sn) Balance Balance 63.5 

Lead(Pb) 0.070 0.070 Balance 

Antimony(Sb) 0.200 0.200 0.050 

Copper(Cu) 0.080 0.080 0.015 

Gold(Au) 0.050 0.050 0.002 

Aluminum 0.005 0.005 0.002 

Cadmium 0.002 0.002 0.001 

Zinc 0.003 0.003 0.001 

Silver 0.100 0.100 0.050 

Bismuth 0.100 0.100 0.020 

Arsenic 0.030 0.030 0.020 

Iron 0.020 0.020 0.010 

Indium 0.100 0.100 0.007 

Nickel 0.010 0.010 0.002 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
Ultrapure will conform to these requirements when purchased directly or through stocking distributors. BBIEN 
is the manufacturer of high purity quality solder bar (Soldering Technology, High Quality/High Reliability) states 
that it is the responsibility of the manufacturer to select those materials and processes that will produce 
acceptable high quality/high reliability products. Except where otherwise indicated, the component elements in 
each alloy shall deviate from their nominal mass percent-age by not > 0.10% of the alloy mass when their 
nominal percentage is ≤ 1.0%; by not > 0.20% of the alloy mass when their nominal percentage is > 1.0% to ≤ 
5.0% or by not > 0.50% when their nominal percentage is > 5.0% 

 

Sn63Pb37 Products feature 

Reduced oxidation rate and  lower dross formation as compared with conventional alloys. 
Better wetting characteristics even for solder bath temperatures which are somewhat below the usual 
operating temperature -> reduces the risk of damage to heat-sensitive components. 
Significantly lower amount of oxide during melting and in continuous operation than for solders which have not 
been produced according to the STRATOLOY manufacturing process. 
 

Excellent Fatigue Resistance – 

Compatible with all Flux Types  

 Excellent Solder Joint Reliability 

Application 

Usual electronic component, PCB soldering; copper plate boards. 

The use of BBIEN TL-01 Sn63Pb37 wave soldering bar as wave solder requires a solder bath temperature of 

approx. 190~210 °C; this alloy can also be processed at higher temperatures for selective soldering. The use 

of inert gas means a significant extension of the process window. The wetting of the solder is made easier and 

on exit from the wave, no excess solder remains attached to the components.  

Using notes: 

Before using tin-lead solder bar 63/37,pls clean the tin residul which have not removed from wave stove.You 

can control the time sheet according to the stove type and specific data. 

During wave soldering technique,need to use the good quality of soldering flux together with 63/37 soldering 

bar,then there will be better soldering result. 

At last,in order to avoid influence to the soldering effect,need to clean the tin dross which stay into the stove. 

Packing information 

BBIEN TL-01 Sn63Pb37 Sn-Pb solder bar is available in 0.82~0.93 trapezoidal bars to easily distinguish it 

from traditional rectangular tin-lead bars,20kg per box. 

Storage and Shelf Life 
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The shelf life of solder bar is based on the chemistry of the flux core and the protective alloy covering of the 

wire. 

When stored in a dry, non-corrosive environment between 10°C-40°C (50-104°F), the shelf life of wire may be 

nearly indefinite. The expiration date determined by the date of manufacture printed on the product and 

Certificate of Analysis will represent the manufacturer’s warranty period which is the time frame where in 

BBIEN will replace defective product. 

Solder bar have a 2 year warranty from the date of manufacture. 

Checkout and payment: 

After Auction Close, you can go ahead and checkout with bank system.We do not offer combine payment and

 discount, since items might dispatch from our different warehouse. Make sure you file correct shipping addre

ss during checkout, and you will be guid to Payment link. You will be able to pay through our bank account by 

100%T/T advanced  

L/C at sight is acceptable 

Shipping way: 

We have a cooperation with big express company,such as CHINA POST(EMS),TNT,DHL,FEDEX,UPS; 

We also connect with SF express inland market,while the delivery time is short.During shipping,we will follow 

up within 24 hours,and report the relevant process scheduling for you. 

Exported Situation 

BBIEN TL-01 Sn63Pb37 solder bar have been exported to Bangladesh, Saudi-Arab,UAE,Egypt.We are highly 

appreciated your kindly inquiry and feedback to BBIEN,and cooperate in the future. 

Products Photos 

 

 

 

 

 

 

 



5th/F,Jimdu Building,BanXuegang Road No.1-4,Bantian Street,Longgang Distric,Shenzhen City China 
Web:http://www.bbiensolder.com 

Material Safety Data Sheet 
 

1、Product and Company Identification 

Product Name: Sn63Pb37 tin lead solder bar 

Packing: General 0.9-0.98KG/PC;10-20kg per carton  

Manufacturer or supplier：Hanon Technology Industry Limited  

ADD: OFFICE 3A,12/F,KAISER CENTRE,NO.18 CENTRE STREET,SAI YING PUN,HONG KONG                                                                                                                                                                                                          

 

2、Products Information: above 

3. 

 

Important notes 

 

（acute）Inbibe： high temperature when heat(above183℃ upward),it will 

melt gradually. 

Eat：Sick up. 

Eye、skin：Protect skin and eyes when melting metal and high 

temperature  

Environmental Impact： It is NON DGR Goods kept in appropriate way 

 

 

4、Fire Fighting Measures：  

Special Fire-Fighting Procedures：No 

Required Special Protective Equipment for Fire-Fighters：Firemen should wear exposure suit 

and air tank. 

 

5、Accidental Release Measures 

Personal Precautions：Prevent solder dross into eyes during using; ware the protective glasses 

and gloves if possible. 

Environmental Precautions： Prevent the solder or chemical dirt dispel with air and dispel with 

water,splashing matter put in airtight case. 

Methods for Cleaning：Use the tools that can’t cause light and equip clear up splashing down 

that prevent the powder dirt dispelling in air.  
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6、Handling and Storage 

Handling： Unable recycling material,should check the product and scrap up,handing carefully 

the empty case that possible remain powder, chemical dirt or solding and will be dangerous,the 

person should read all the aphorism and defend measure on the case. 

Storage： Keep in airtight case, deposited in cool, and airiness area.Prevent physics damage 

away from heat and flaring resource. Smoking, eating and drinking is not allowed during 

working with this materials 

 

7、Personal Protection 

Personal Protection Equipment： 

˙Respiration：When producing into Hemihedral prevent small crystalline dirt veil （10-50 

times exposition）. 

˙Hand：Wearing all-sided observe press shield when in urgency. 

˙Skin & Body defend：Wearing defend gloves and cleaning long clothing. 

Hygiene Measures：No smoking in working area ,bite and sup.Must washing hands after work 

and before bit and sup.  

 

8、Physical and Chemical Properties 

State of Substance： colorless liquid  Appearance：colorless liquid 

Color：colorless Odor：Monotony  

pH cost：Not fit for Boiling Point：extremly high (above500℃) 

 

 

Decomposing Temperature：Not fit for 

Flashpoint：  Not fit for  ℉ Not fit for  ℃  

Test：  Not fit for       

Test Methods：Open Slot     Closed Slot 

Self-Igniting Temperature：Not fit for  Explosion Limits： Not fit for  

Vapor Pressure：(21.1℃)：0  Vapor Density：No information 
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Density：8.6 g/cm3 Dissolution： Not dissolve in water 

 

9、Stability  

Stability：Compose 

Possible Hazard Reaction Under Special Conditions： No 

Hazardous Decomposition Products：No  

 

10、Toxicological Information 

Acute Toxicity：It is NON DGR Goods 

Local Reactions：No  

Sensitivity： No 

 

11、Ecological information 

Possible Environmental Impact/Environmental Run-offs：No 

Water poisoning：No 

Moving、biology pile：No 

 

12、Disposal considerations 

Disposal Methods：Not fit for 

No use or remain gas：Not fit for 

Urgency status：Not fit for 

 

13、Transport information 

International Transportation Regulations：57
TH

 IATA DANGEROUS GOODS REGULATION 

Apply for seaway,railway,airway and land transportation. 

UN Reference No.： Fit for 



5th/F,Jimdu Building,BanXuegang Road No.1-4,Bantian Street,Longgang Distric,Shenzhen City China 
Web:http://www.bbiensolder.com 

Domestic Transportation Regulations： Preclusive according operation and notice proceeding 

about storage, should use hard container to pack, such as hard plastic carton. 

Special Transportation way：Airway or sea way is available 

 

14、Regulatory information 

Applicable Regulation：Labor safety saitation act、Poisoning defend statute, castoff clear 

 

15、Other information 

Ref. Document  
AIR PRODUCTS MSDS、INTERN TIONAL MARITIME DANGEROUS 

GOODS CODE 

Department  
Dept. Name：Engineering Dept 

Hanon Technology Industry Limited 

 Title：Technician Name(Signature):Dr.Deng 

Phone No.    +86 075536852840 Sales E-mail:sales@bbien.cn  

Date Prepared 05th   Oct, 2016 

Edit Date：05th,Oct , 2016   

Version：1 

 

 

 

 

 

 

 

 

 

 


